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TRAFFIC CONTROL AND PROTECTION AT TURN BAYS (TC REMAIN OPEN TQO TRAFFIC
PAVEMENT MARKING LETTERS AND SYMBOLS FOR TRAFFIC STAGING

ARTERIAL RDAD INFORMATION SIGN

DISTRICT ONE DETECTOR LOOP INSTALLATION DETAILS FOR ROADWAY RESURFACING

LIST OF STATE STANDARDS GENERAL NOTES

STANDARD NO.

000001-06

42400107
442201-03
604001-03
606001-05
0130104
T01313-03
701501-06
701502-06

701701-09
T01801-05
T01901-03

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL

CALL “JULIE” AT B00-892-0123 OR 81: FOR FIELD LOCATIONS OF BURIED
DESCRIPTION ELECTRIC, TELEPHONE AND GAS FACILITIES.

(48 HOUR NOTIFICATION ]S REQUIRED.,

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES
WITH UTILITY COMPANIES AMD THE CITY OF WILMINGTON
STANDARD SYMEOLS, AGBREVIATIONS AND PATTERNS THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR
PERPENDICULAR CURB RAMPS FOR WALK FIELD OFFICE ON STATE PROPERTY WITHGUT WRITTEN PERMISSION
ERPENDICULAR CURB RAMPS FOR SIDEWALKS FIECD OFFICE O STAT
CLASS £ AND D PATCHES
WHEN MILLED PAVEMENT IS OPEN TQ TRAFFIC THE MAXIMUM
FRAME AND LIDS, TYPE i GRADE DIFFERENTIAL BETWEEN PASSES OF THE MILLING MACHINE
B SHALL NGT EXCEED © 1/2 INCHES (40 MM) WHERE THE SPEED LIMIT
COMBINATION CONCRETE CURS AND GUTTER IS a5 MPH (45 KM/H) QR LESS AND 1 INCH WHERE THE SPEED LIMIT
, 15 GREATER THAN 45 MPH (45 KM/H). WITH WRITTEN APPROVAL
LANE CLOSURE, 2L, 2W, SHORT TIME OPLRATIONS FROM THE ENGINEER. A MAXIMUM CRADE DIFFERENTIAL OF 3
LANE CLOSURE, 2L, 2W MOVING OPERATIONS ~ DAY OMLY bﬁiﬁ‘iﬁﬁ?é ?\ﬁ_ﬁ’?“—wm [ THE EDCL OF THE MILLING IS SLOPED A

URBAN LANE CLOSURE, 2L, 2%, UNDIVIDED

B2t 2 ° BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING
URSAN LANE CLOSURE, 2L, 2W, WITH SIGIRECTIONAL (WHERE RESURFACING MEETS EXISTING PAVEMENT), IN ACCORDANCE
£EFT TURN LANE WITH THE “BUTT JOINT AND HGT-MIX ASPHALT TAPER DETAILS” SHEET

INCLUDED IN THE PLANS, UNLESS OTHERWISE SPECIFIED.
URBAN LANE CLOSURE, MULTILANE INTERSECTION
. THE RESIDENT ENGINEER SHALL CONTACT MR. CORY JUCIUS

SIDEWALK, CORNER OR CROSSWALK CLOSURE : AREA TRAFFIC FIELD ENGINEER AT (847) T0%-4411 A MINIMUM OF
TRAFFIC CONTROL DEVICES 2 WEEKS PRIOR TO PLACEMENT DF PERMANENT PAVEMENT MARKING.

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN
AND RECORD FOR FUTURE REFERENCE. ALL EXISTING PAVEMENT
MARKING LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS)

In DRODER THAT THESE LOCATIONS CAM BE RE-ESTABLISHED FOR
STRIPING, EXACT LOCATIONS OF ALL PAVEMENT MARKINGS SHALL
Bt AS DIRECYED By THE ENGINEER,

00 NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS

DOUBLE LANE MARKERS ARE 70 BE USED AS SHOWN ON THE
DISTRICT ONE DETAIL TYPICAL APPLICATIONS -

RAISED REFLECTIVE PAVEMENT MARKERS

(SNOW-PLOW RESISTANTI SHOWN I[N THE PLANS,

ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED
IN THE FIELD BY THE ENGINEER.

IT SHALL BE THE CONTRACTOR'S RESPONSIBHITY TO
VERIFY ALL DIMENSIONS AND CONDITIONS EXISTING
iN THE FIELD PRIOR TO CONSTRUCTION AND CORDERING OF MATERIALS

THE CONTRACTOR SHALL CONTACTY THE DISTRICT GME
TRAFFIC CONTROL SUPERVISOR AT (B4TY705-4470
A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK,

THE CONYRACTOR SHALL B8E REQUIRED TO
PROVIDE ACCESS TO ABUTTING PROPERTY AT ALL TIMES
DURING THE CONSTRUCTION OF THIS PRDJECT.

REMOVAL OF HMA OVER GUTTER LINE WILL NOT BE PAID FCR
SEPARATELY, AND IS CONSIDERED PART OF HMA SURFALE
REMOVAL PAY ITEM.

ALL SIDEWALK RAMPS MOGIFICATIONS WITHIN THE LIMITS
OF THE PROJECT SHALL CONFORM TO THE APPLICABLE HIGHWAY
STANGARDS INCLUGED IN THE PLANS,
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